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FOR MORE INFORMATION, CALL OR VISIT OUR WEBSITE:

1-800-334-8237 | KEITHHUBER.COM

Water tanks: 
600 gallon capacity
Aluminum tanks

MODEL: AM0618

The AM0618 is a powerful air mover. This package
includes a 600-gallon water system with two pump

options designed for hydro excavation, cleanup, and
non-invasive material consolidation.

Debris tank:
18 yd   capacity
1/4" carbon steel
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Water Pump: 
CAT model 660 for 10 GPM at 2,500 PSI
CAT model 3560 for 20 GPM at 2,500 psi

Boom:
*Optional* telescoping boom
22' reach when extended
270  rotation
47   range on the vertical travel of the boom

 Vacuum:
Hibon 8702 PD Blower delivering max

vacuum of 28" Hg and 5,300 CFM
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MODEL 660

MODEL 3560

Explore our complete line of Air Movers. The AM0618 is part of our durable Air
Mover family, alongside the dependable AM15 High Dump and

 the high-volume AM18—offering options to match any application.



     POSITIVE DISPLACEMENT DUAL-LOBE

 MAX OUTLET TEMP: 280F (138°C)

 MAX AIR FLOW RANGE: 5301 CFM

 MAX VACUUM: 28 HG

 MAX NOISE LEVEL: 123.7 DB(A)

 TWO ULTRA-QUIET SILENCERS: 12 " INTAKE, 12" DISCHARGE

HYDRAULICS
HYDRAULIC PUMP DRIVEN BY TRANSFER CASE

60-GALLON (227.12 LITER) HYDRAULIC TANK (IN TANK FILTER)

 MAX HYDRAULIC PRESSURE: 2500 PSI

 BOOM MAX PRESSURE: 2000 PSI

DEBRIS BODY
PAYLOAD CAPACITY: 15 YD³ (11.46 M³)

1/4" (6.35MM) CARBON TANK SHELL

1/2" (12.7MM) THICK REAR HALF DOOR

FLOAT BALL SHUT-OFF SYSTEM

HEAVY-DUTY TELESCOPIC DUMP CYLINDER (45°)

TWO HEAVY DUTY TELESCOPIC HIGH-DUMP CYLINDERS 
(LIFT DEBRISBODY UP TO 6' 3" (1.92M) FROM GROUND LEVEL)

130" WIDE OUTRIGGER FOR HIGH-DUMP STABILIZATION

RELIEF VALVES
4" (102MM) MANUALLY OPERATED VACCUM RELIEF (PASSENGER SIDE)

6" (152.4MM) AIR-OPERATED VACUUM RELIEF VALVE (REAR DOOR)

8" (203MM) AIR-OPERATED VENTING SYSTEM

4" (102MM) MANUALLY OPERATED VACCUM RELIEF (DRIVER SIDE FINAL 
FILTER MOUNTED)

BLOWER


	Airmovers_062226.pdf
	AM HIGH DUMP SPEC SHEET_062226.pdf

