








Model

Debris Tank
Capacity

Tank Baffle

Dump Assist

Service Access

Air Flow System

Cyclone System

Hose Reel

Water Tank
Material

Boom Reach &
Rotation

Boom Wash

Quick Connect
System

Pump Type

Huber
SCI009/SCI5I12

9 /12 yd®
(Forward-Top)

Batwing

50° Internal
Internal Tank Wash

Full-Length Ladder

Smart Idle Air Flow

Patented Cyclone

Telescoping 275°
Rotation

NFPA Rated Poly/
Aluminum

28’
180°

3-Point Boom
Jet Wash

Hose Reel Quick
Connect

Exclusive Triplex

Vactor
2100i - FAN

8 yd?
(Rear-Top)

Standard

Internal Pressure
Wash

Short Ladder

Standard Air Flow

Standard Cyclone

Manual 270°
Rotation

Aluminum

26’
180°

Boom Wash

Quick Connect
System

Single Piston

-

Camel Max 900

9 yd?
(Forward-Top)

Batwing

Internal Pressure
Wash

Short Ladder

Standard Air Flow

Standard Cyclone

Telescoping 270°
Rotation

Poly

16’
217°

No Wash

Manual Connect

Single Piston

For More
Iinfarmation,
Call or Visit Our Website

1-800-334-8237 |

KeithHuber.com

Vac-Con
Single Engine 10

10 yd?
(Side-Load)

Standard

Air-Assisted Dump

Short Ladder

Aero Boost Air Flow

Standard Cyclone

Telescoping 270°
Rotation

Poly

26’
270°

Boom Wash

Quick Connect

Triplex

UNCOVER
-~ THE HUBER
"DIFFERENCE

Model 900

9 yd3?
(Side-Load)

Double

Hydraulic Dump

No Ladder

Smart Flow

Basic Cyclone

Fixed Position

Poly

25’
180°

No Wash

Manual Connect

Triplex

2.0-03092026
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